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& '& ( ) % deo OSD Setup Utili

Use this utility to set up and configure all of the data parameters you want to display on the Video OSD.

f NOTE: All parameters you want to see can be set up before you hit OK. There is no need to hit OK after each
5 Select Data Parameter to Configure on the Video OSD

I n Choose the next Farameter to Configure: Enter OSD Screen Name for the

Distance to Pilot -

# # [ pisplay on all pages

‘0SD Page: 1
0SD Hardware Settings
Vvideo ‘NTSC v | [¥] Turn On/Off OSD with Receiver Channel
& ' * "% amoes
(0] Set up alarms (if any) to be triggered by values of the above parameter
[Z]High Alarm Enabled l:l D Alarm not supported
[TJtow Alarm Enabled []Turn on the OSD when the alarm is triggered, if it is off
7 # - # # [] Check here to automatically Switch to this Parameter's 0SD page when alarm is triggere

# Switching Between Multiple Display Pages

If you have selected parameters to be displayed on more than one OSD page, then the system needs to know
hows you would like to switch between the display pages.

@ Switch between pages once every two seconds
O Switch 0SD pages with Receiver Channel

# # Displaying Max versus Live Values on the Video OSD
The Video OSD can display the Max values (and Min Voltage) detected after a session. Select the way you want

the OSD to display the Max values.
3 %

O Show Max when current draw is zero, and switch to Live when current draw is greater than one amp

$ ## () Show Max when Temperature A sensor is disconnected
@ Don't show Max values

Hit OK to Save or Reset Parameters to clear all parameters.
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